HOW TO USE THIS MAP

The potential sewage map may be used to identify potential areas for the construction of subsurface disposal systems or other sewage disposal facilities. The map is not intended to be used to determine the suitability of a specific site for a subsurface disposal system. The suitability of a site for a subsurface disposal system should be determined by a registered professional engineer or a licensed septic system designer in accordance with the state health code and other applicable regulations.

DATA SOURCES

The map was developed by the USDA, Natural Resources Conservation Service (NRCS). The map is based on data provided by the U.S. Department of Agriculture, NRCS, and the Connecticut Department of Public Health. The map was created using the National Land Cover Database and the National Elevation Dataset.

EXPLANATION

The map is intended to be used for planning purposes and is not to be applied at a specific site. The map is not intended to be used for the design or installation of a subsurface disposal system. The map is not designed to be used as a substitute for professional engineering services. The map is not intended to be used for the design and installation of a subsurface disposal system.

NOTES

The map is intended to be used for planning purposes and is not to be applied at a specific site. The map is not intended to be used for the design or installation of a subsurface disposal system. The map is not designed to be used as a substitute for professional engineering services. The map is not intended to be used for the design and installation of a subsurface disposal system.

This map is intended to be printed at its original dimensions in order to maintain the 1:24,000 scale (1 inch = 2000 feet). This map is intended to be printed at its original dimensions in order to maintain the 1:24,000 scale (1 inch = 2000 feet). This map is intended to be printed at its original dimensions in order to maintain the 1:24,000 scale (1 inch = 2000 feet). This map is intended to be printed at its original dimensions in order to maintain the 1:24,000 scale (1 inch = 2000 feet).